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STEP #]

Insert assembled light fidure into base.
Refer to haht manfactirers nstruckions If needed to assemble surface mount & [ight)
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STEP #6
Fill basiz untb with water
o first time setup

CFil about %/ 4 fill of water)
(Distilled water i preferable)
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Clight sheuld cover most; of the front suface of the panel)
You may) choose from (4 different coored lenses nduded f desired
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*** Reineinber to route light power
cord BEFORE installing panel
section {item Aj

Lights:are mountgd ori.a clear #od
which will slide into the slot.in

the base. (see drawing to'the right]
Slide the:rod all the way to the front.

Light will need ‘ta be adjusted after
unit is assembled, but before the caver
is installed. (sé¢ drawing to the fight)

Read next page for adjusting the light shows.
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CONTROLLING

MoodEFX

Use ihe Sp's existing light switeh 10 turn
MeodEFX on and off.

MoodEFX lights are preprogrammed with oo
assortmant of unique light shows,

* Turn MoodEFX OFF and then ON again i~
1 second ar less, fo ge to the next show,

+ Turn MoodEFX OFF Tor more than & sse.
onds ond it “remermbers” the last show.yeu
selected; relurning to that show the next
fime MoodEFX is switched on.

DESCRIPTION OF SHOWS

1; SLOW COLOR WAsH®
Colors kansition gracefully from color to cofer
eycling through the eclor specirim. Eoch solor
cycls-lakas approximately 3 minotes,

2: FAST COLOR WASH"

Colors ransition from celor 1o eolsr, cycling
through the color spactrum. Each color eycle
takss opproximately 1 minute.,

4 SLOW RANDOM COLOR*
Colors step of jump-from one color ta the fex: is
rendom order. Each color lasis approximately
10~ 15 sacond.

4. FAST RANDOM COLOR
Coleirs stop.or jump from one color o the next in
randem ardar, Each:color lusts approsimately §
seconds.

5. HIGH SPEED RANDOM COLOR
A rapid sorfas of inlenss flashes of varying
colored light:

&, €ROSS FADE"
Colors cycle back ond forth gracefully batwaen
blue-and green; Total eygls lasts 1 minute.

7-13. FLXED GOHRORS .
Statie display of o single color, Available colors
inclisde white, pink, lavendar, light Blue, dark
hlde. light green, ond dark graen,
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FOR AQUA FALLS AF-1 & AF-2

This unit-was designed to provide yeais of relidble sérvice with minimal
maintenance. '

1. Periodic cleaning of the base cover surface may be dane by using a soft
cotton cloth-such as a diaper or similar cloth with an acryiie cleaner, Navus,
Brillianize, or Plexus are recommiended to properly clean acrylic surface.. Neveruse
abrasive cleaners or sharp objects to clean your Aqua Fall:

The Aqua Fall pane! seetion may be periodically cleaned by using a soft brush'te
Ioosen the diit that may become trapped within the grooves.

2., The pump ean be run cantinuously should you desire to do so. However,
the water iovelin the base reservoir must be checked periodically ta assure the

pumi will not fun dry. Depending on the water quality you are using to fill the

Aqua Fall, you may want to.add a small amount of Water Humidifler Treatment,
Usually & heavy atkaling concentration in your water would Indicate the need to
add this treatment. Follow the water treatment manufacturer’s instructions.

3. It is very important that your Aqua Fall be level from left 1o right as the
Agqua Faft will not operate properly-until-it is level: Not leveling carrectly can cause
the water to fall more to onhe side and splash over. We have includad two plastic
shims 50 you may level yaur unmit,
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SAFETY INSTRUCTIONS

To aveoid the possibility of the appliance plug or veceptacle getting wet,
position Aguarfum stand and tank to one side of a wall motnted

Aquarium to g receptacle. The “drip loop” is that part of the cord belpw
the level of the receptacle or the connector if an extension cord i used,
te prevent water traveling along the cord and eoming in contact with the
Treceptacle, If the plug or receptacle does get wet, DONT unplug ‘the
cord due to risk of electric shock. Disconnect the fuse or circuit breaker
that supplies power to the appliance, Then unplug and examine for
bresence of water in the receptacle,

NOTE:
ALWAYS UNPLUG THE ELECTRICAL CONNECTIONS
TO THE TANK WHEN SERVICING
THE AQUARIUM W

NEVER USE GLASS CLEANER
ON THE ACRYLIC BODY OF THE TANK.
ALWAYS USE A PLASTIC OR ACRYLIC POLISH OR CLEANER

ANY MODIFICATIONS MADE TO THIS PRODUCT WILL VOID
THE WARRANTY AND MANUFACTURER’S LIABILITY!




